
El P163 T TH es adecuado para convertirse en la principal fuente de calor de su 
hogar, conectándose al sistema de calefacción tradicional, a la calefacción por 
suelo radiante o integrándose con la energía solar térmica. Los altos niveles de 
eficiencia se combinan con un bajo impacto medioambiental para conseguir 
una calefacción agradable y limpia.

P163 T TH

•Heating: hot water production - optional forced ventilation
•Cladding: coated steel
•Top: steel
•One-piece firebox: steel
•Boiler: steel
•Firebox: steel - Aluker®
•Fume deflector: steel
•Brazier: cast iron
•Expansion tank: as standard feature
•Standard circulator pump: high efficiency
•Safety valve and relief valve: as standard feature
•Door: cast iron with ceramic glass resistant to 750°C
•Handle: coated steel, can be opened with detachable handle
•Optional flue outlet: LH side
•Standard flue outlet position: LH rear
•Function control: control panel with digital controls
•Power adjustment: automatic with 16 levels depending on the set
temperature
•Timer-controlled thermostat with programming: 6 daily time frames
•Glass cleaning: continuous air flow
•Cyclic brazier cleaning: yes
•Energy Saving: yes
•Eco Function: yes
•Frost Function: yes
•Probe for managing storage tank: as standard feature
•Probe for managing DHW storage tank: as standard feature
•Can be connected to an external thermostat: yes
•AUX control: yes
•Ash vacuum cleaner: as standard feature
•Firebox ash pan: removable
•Ventilation: optional
•Installation: wall - corner
•Combustion air kit: optional

GENERAL FEATURES TECHNICAL DETAILS
•Energy efficiency class  A+ (G → A++)
•Rated thermal power (min - max) kW 5,1 - 13,9  
•Efficiency (min - max) % 90 - 93  
•Max operating pressure bar 1.5
•3-bar safety discharge valve Ø 1/2"
•Heat system delivery Ø 3/4"
•Heat system return Ø 3/4"
•Rated consumption (min - max) kg/h 1,16 - 3,09  
•Weight kg 184
•Standard flue outlet Ø mm 80
•Model  P163 T TH

COVERS

BIANCO NERO


